FSC: 9140 NITN: 00-273- MSDS Date: 07/25/1989 M SDS Num: BRPCQ

2377
Submitter: D DG Tech Review: 09/23/1993  StatusCD: C
Product MARINE DIESEL FUEL MFEN: 02
ID:
Article: N Kit N
Part:
Responsible Party Cage: 1593B
Name: AMOCO OIL CO
Address: 200 E. RANDOLPH DRIVE
City: CHICAGO State: IL Zip: 60601
Country: NK
Info Phone Number: 312-856-3907
Emergency Phone Number: 800-447-8735 800-424-9300(SPILL)
Preparer's Name: DONALD M. BARKER
Proprietary Ind: N Review Ind: Y
Published: Y Special Project CD: N

Cage: 1593B Assigned Ind: N
Name: AMOCO OIL CO
Address: 200 E RANDOLPH DR Box: N/K
City: CHICAGO State: IL Zip: 60601-6401

Cage: 1593B Name: AMOCO OIL CO

Address: 200 E RANDOLPH DR Box: N/K
City: CHICAGO State: IL Zip: 60601-6401
Country: US Phone: 312-856-3907

Cage: 15958 Name: AMOCO OIL COMPANY
Address: 200 EAST RANDOLPH DRIVE Box: N/K
City: CHICAGO State: IL Zip: 60601
Country: US Phone: 312-856-3907

[tem Manager: SOF
Item Name: DIESEL FUEL
Specification Number: MIL-F-16884 Type/Grade/Class: F-75 GRADE



Unit of Issue: GL
Ul Container Qty: UNKNOWN

Quantitative Expression: NK
Type of Container: UNKNOWN

Cas.
Name:

% Text:

OSHA PEL:

ACGIH TLV:

EPA Rpt Qty:

68476-30-2 Code: M
ALIPHATIC PETROLEUM DISTILLATES

RTECS#: 1003049AP Code: M

UNKNOWN Environmental Wt:
Other REC Limitss NONE RECOMMENDED
400 PPM PETR. DIST. Code M gTS:LA_ Code:
400 PPM RUBBER Code: M ACGIH N/P Code:
SOLV. STEL:
DOT Rpt
Qty:

Ozone Depleting Chemical: N

Cas.
Name:

% Text:

OSHA PEL:

ACGIH TLV:

91-20-3 Code: M
NAPHTHALENE (SARA 111)

RTECS#: QJ0525000 Code: M

UNKNOWN Environmental Wt:

Other REC Limitss NONE RECOMMENDED
10 PPM/15 STEL Code M SOTSSLA_ Code:
10 PPM/15 STEL ; 9293 Code: M Code:

ACGIH N/P
STEL:

EPA Rpt Qty: 100 LBS DOTQRpt 100LBS
ty:
Ozone Depleting Chemical: N
Cas: 1330-20-7 Code: M RTECS# ZE2100000 Code: M
Name: XYLENES (O-,M-,P- ISOMERS) (SARA 111)

% Text:

OSHA PEL:
ACGIH TLV:

EPA Rpt Qty:

UNKNOWN Environmental Wt:

Other REC Limitss NONE RECOMMENDED
100 PPM/150 STEL Code M SOTSSLA_ Code:
100 PPM/150STEL ;9293 Code: M Code:

ACGIH N/P

STEL:

1000LBS DOT(;Dt 1000LBS
y:

Ozone Depleting Chemical: N

L D50 LC50 MixtureLD50 ORAL HUMAN>5MG/KG



Route Of Entry Inds - Inhalation: NO Skin: YES Ingestion: NO
Carcinogenicity Inds- NTP: NO IARC: NO OSHA:NO
Health Hazards Acute And Chronic

EYESNO SIGNIFICANT IRRITATION EXPECTED.SKIN:PROLONGED CONTACT MAY
CAUSE IRRITATION.INHAL:NO SIGNIFICANT HEALTH HAZARD,UNLESS THE
PRODUCT ISHEATED.INGEST:MAY CAUSE LUNG DAMAGE IF VOMITED AFTER
SWALLOWING.

Explanation Of Carcinogenicity

THERE ARE NO INGREDIENTS ABOVE 0.1% WHICH ARE IDENTIFIED AS CARCINOGENS
BY NTP,IARC OR OSHA.

Signs And Symptions Of Overexposure

INHAL(OF HOT MISTS):DIZZINESSHEADACHE,NAUSEA IRRITATION OF THE
EYESNOSE AND THROAT.

Medical Cond Aggravated By Exposure
NOT REPORTED.
First Aid
EYES:FLUSH WITH WATER.SKIN:REMOVE CONTAMINATED CLOTHING;WASH WITH
SOAP AND WATER.INHAL:REMOVE FROM EXPOSURE.INGEST:DO NOT INDUCE

VOMITING.GET PROMPT QUALIFIED MAEDICAL ATTENTION.IF VOMITING
OCCUR,KEEP HEAD LOWER THAN HIPS.

Spill Release Procedures

REMOVE MECHANICALLY OR ADSORB ONTO AN INERT,NON-FLAMMABLE
ADSORBANT. PLACE IN AN APPROPRIATE CONTAINER FOR DISPOSAL.

Neutralizing Agent
NONE
Waste Disposal Methods
DISPOSE OF OR INCINERATE I/A/W FEDERAL,STATE,LOCAL REGULATIONS.
Handling And Storage Precautions

STORE IN COOL AREA AWAY FROM OXIDIZERS AND IGNITION SOURCES.GROUND
CONTAINERS DURING LIQUID TRANSFER.

Other Precautions

"EMPTY" CONTAINERS MAY CONTAIN RESIDUE AND/OR FUMESWHICH ARE
EXPLOSIVE. DO NOT CUT,WELD,ETC.

Flash Point Method: TCC

Flash Point: Flash Point Text: 120F-180F
Autoignition Temp: Autoignition Temp Text: N/A
Lower Limits: 0.6 Upper Limits: 7.5

Extinguishing M edia

AGENTS APPROVED FOR CLASS B(DRY CHEMICAL,CARBON DIOXIDE,HALOGENATED
AGENTS,FOAM,STEAM)OR WATER FOG.

Fire Fighting Procedures



USE SELF CONTAINED BREATHING APPARATUS, ESPECIALLY IN ENCLOSED AREAS.
WATER SPRAY MAY BE USED TO COOL FIRE EXPOSED CONTAINRS AND EQUIPMENT.

Unusual Fire/Explosion Hazard
WHEN HEATED SUFFICIENT,VAPORS MAY FORM EXPLOSIVE MIXTURES WITH AIR.

Respiratory Protection

WHERE ENVIRONMENTAL CONTROLS ARE LACKING OR IN ENCLOSED SPACES
USE A SELF-CONTAINED BREATHING APPARATUS.

Ventilation

USE LOCAL EXHAUST TO MAINTAIN EXPOSURE BELOW TLV/PEL
Protective Gloves
RUBBER
Eye Protection
SAFETY GLASSES OR SPLASH GOGGLES.
Other Protective Equipment
EYE WASH STATION,PROTECTIVE CLOTHING.
Work Hygienic Practices

WASH HANDS.SEPERATE WORK CLOTHES FROM STREET CLOTHES.LAUNDER
WORK CLOTHES BEFORE REUSE.KEEP FOOD OUT OF THE WORK AREA.

Supplemental Safety and Health

NONE

HCC: F4 NRC/State LIC No: N/R
Net Prop WT For Ammo: N/R
Boiling Point: B.P. Text: 340F,171C
M elt/Freeze Pt: M.P/F.P Text: N/K
Decomp Temp: Decomp Text: N/K
Vapor Pres. N/K Vapor Density: N/K
Volatile Org Content %: Spec Gravity: 0.88
VOC Pounds/Gallon: PH: N/K
VOC Grams/Liter: Viscosity: N/P
Evaporation Rate & NEGLIGIBLE
Reference:

Solubility in Water: N/K
Appearance and Odor: LIQUID;CLEAR;ODOR NOT REPORTED
Per cent Volatiles by Volume: N/K Corrosion Rate: N/K




Stability Indicator: YES STRONG OXIDIZERS.
Stability Condition To Avoid: HEAT,IGNITION SOURCES.
Materials To Avoid:

Hazar dous Decomposition CARBON DIOXIDE,CARBON MONOXIDE.
Products:

Hazar dous Polymerization NO
Indicator:

Conditions To Avoid NONE
Polymerization:

Toxicological Information: N/P

Ecological: N/P

Transport Information: N/P

Sara Titlell1l Information: N/P
Federal Regulatory Information: N/P
State Regulatory Information: N/P

Other Information: N/P

Responsible Party Cage: 1593B Trans|D NO: 64747
Product ID: MARINE DIESEL FUEL
M SDS Prepared Date: 07/25/1989 Review Date: 09/24/1993
MFN: 2
Submitter: D DG StatusCD: C
Article W/O MSDS: N Tech Entry NOS Shipping Nm: MARINE
DIESEL
FUEL
Radioactivity: Form:

Net Explosive Weight:
Coast Guard AMMO Code: Magnetism: N/P



Net Unit Weight: UNKNOWN AF MMAC Code;

DOD Exemption NUM: Limited Quantity IND:
Multiple KIT Number: O Kit IND: N
Kit Part IND: N Review IND: Y
Unit Of Issue: GL Container QTY: UNKNOWN

Type Of Container: UNKNOWN

Additional Data: ITEM ISBULK.MFR STATES PSN=DIESEL
FUEL ,COMBUSTIBLE LIQUID,UN1993,DIV.3.

DOT PSN Code: GCL Symbols:
DOT Proper Shipping Name: 2-$ETHYLHEXYLAMINE
DOT PSN Modifier:
Hazard Class: 3 UN ID Num: UN2276
DOT Packaging Group: Il
Label: FLAMMABLE LIQUID, CORROSIVE
Special Provision: B1,T2
Packaging Exception: 154

Non Bulk Pack: 203 Bulk Pack: 242
Max Qty Pass: 5L Max Qty 60 L
Cargo:

Vessel Stow Req: A
Water/Ship/Other Req: 40

IMO PSN Code: HIA
IMO Proper Shipping Name: FLAMMABLE LIQUID, N.O.S. o
IMO PSN Modifier:

IMDG Page Number: 3345 UN Number: 1993
UN Hazard Class: 3.3 IMO Packaging Group: Il
Subsidiary Risk Label: -
EM S Number: 3-07 MED First Aid Guide NUM: T

IATA PSN Code: MTX IATA UN ID 1202
NUM:

IATA Proper Shipping Name: GAS OIL
IATA PSN Modifier:
IATA UN Class: 3 Subsidiary Risk Class:



IATA Label: FLAMMABLE LIQUID

UN Packing Group: 111 Packing Note Passenger: 309
Max Quant Pass. 60L Max Quant Cargo: 220L
Packaging Note Cargo: 310 Exceptions: A3

AFI PSN Code: MTX AFI Symboals:
AFI Proper Shipping Name: GAS OIL OR DIESEL FUEL OR HEATING OIL, LIGHT

AFI PSN Modifier:

AFl Hazard Class. 3 AFI UN ID NUM: UN1202
AFI Packing Group: |11
AFI Label:
. L Back Pack
Special Provisions: P5 Reference: A7.3

Product ID: MARINE DIESEL FUEL

Cage: 1593B Assigned IND: N
Company AMOCO OIL CO
Name:
Street: 200 E RANDOLPH DR PO Box: N/K
City: CHICAGO State: IL Zipcode: 60601-6401
Country: US
Health Emergency Phone:
Label Required IND: Y Date Of Label Review: 09/24/1993
Status Code: C MFG Label NO: UNKNOWN
Label Date: 09/24/1993 Year Procured: N/K
Origination Code: F Chronic Hazard IND: N/P
Eye Protection IND: N/P Skin Protection IND: YES
Signal Word: WARNING Respiratory Protection IND: N/P

Health Hazard: Slight
Contact Hazard: Slight
Fire Hazard: Moderate

Reactivity Hazard: None
Hazard And Precautions

EYESNO SIGNIFICANT IRRITATION EXPECTED.SKIN:PROLONGED CONTACT MAY CAUSE
IRRITATION.INHAL:NO SIGNIFICANT HEALTH HAZARD,UNLESS THE PRODUCT IS
HEATED.INGEST:MAY CAUSE LUNG DAMAGE IF VOMITED AFTER SWALLOWING. STORE
IN COOL AREA AWAY FROM OXIDI ZERS AND IGNITON SOURCES.GROUND CONTAINERS
DURING LIQUID TRANSFER. FIRST AID: EYES:FLUSH WITH WATER.SKIN:REMOVE



CONTAMINATED CLOTHING;WASH WITH SOAP AND WATER.INHAL:REMOVE FROM
EXPOSURE.INGEST:DO NOT INDUCE VOMITING.GET PROMPT QUALIFIED MA EDICAL
ATTENTION.IF VOMITING CCUR,KEEP HEAD LOWER THAN HIPS.

Thisinformation isformulated for use by elements of the Department of Defense. The United States
of Americain no manner whatsoever expressy or implied warrants, states, or intends said

infor mation to have any application, use or viability by or to any person or personsoutside the
Department of Defense nor any person or persons contracting with any instrumentality of the United
States of America and disclaims all liability for such use. Any person utilizing thisinstruction who is
not a military or civilian employee of the United States of America should seek competent
professional advice to verify and assume responsibility for the suitability of thisinformation to their
particular situation regardless of similarity to a corresponding Department of Defense or other
gover nment situation.



